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EUROLAM III-IDH 
          540 DUPLEX

^ Induction heating roller for accurate temperature(±1℃)
^ High speed stream feeder(6,000sheet/hr)
^ Dual perforating (top & in-line)
^ Film slitting knife and rewinder
^ Film rewinder for fusing
^ Rotary cutting system (EUROLAM III-540 DUPLEX)
^ High pressure laminating roller with pneumatic cylinder
^ Accurate temperature control with roller surface temp. Sensor
^ Perfect bursting with pneumatic cylinder
^ Vacuum pump included
^ Jogging table included (EUROLAM III-800 series)

Perfect solution for digital print on demand 
finishing laminator

Jogging Table

Auto Stacker (Optional)

▲ ST50

▲ ST80

Index
G10: GMP Feeder10
P: Perforator
J: Jogging table
ST50/80: Auto Stacker



^ Environment-friendly "Thermalami" system 
^ Perfect lamination for whole kinds of 
   Substrates without bubble.
^  Easy to convert to embossing lamination mode 
    - 6 Patterns of  embossing rollers (for EUROLAM III series)

^ Space effective design 
^ Equipped with the roller cooling system for perfect embossing effect
^ Film tension adjustment device and decurling device are equipped

Specifications
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EUROLAM III-IDH series
POD Automatic Roll Laminator
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Features of EUROLAM III-IDH series

Basic patterns of embossing rollers

※ GMP reserves the right to change specifications without  prior notice.
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Various embossing effect for high valued added products

▲ Linen texture ▲ Fine texture ▲ Leather texture ▲ Sparkler texture ▲ Silky texture ▲Photo texture

High glossy chrome roller Automatic feeding gap
Adjustable device

Roller temperature sensor Film perforator (optional)In-line perforator

Model Name
EUROLAM III-
IDH 540

EUROLAM III-
IDH 540 DUAL

EUROLAM III-
IDH 540 DUPLEX

EUROLAM III-
IDH 800

Dimension (W*L*H, mm) 940*2600*1257mm 940*2900*1257mm 940*2700*1257mm 1200*3600*1257mm

Net Weight 600kg 950kg 800kg 950kg

Laminating Speed 30m/min. 30m/min. 30m/min. 30m/min.

Max. Paper Size (W*L, mm) 540*740mm 540*740mm 540*740mm 800*1100mm

Laminating Films
Single Side: POLYNEX, 
PERFEX, NYLONEX FILM 
Sleeking: Gloss, Matt, 
Hologram, Metallic Foil

Single Side: POLYNEX, 
PERFEX, NYLONEX FILM 
Sleeking: Gloss, Matt, 
Hologram, Metallic Foil

Single Side: POLYNEX, 
PERFEX, NYLONEX FILM 
Sleeking: Gloss, Matt, 
Hologram, Metallic Foil
Double Side: POLYNEX

Single Side: POLYNEX, 
PERFEX, NYLONEX FILM 
Sleeking: Gloss, Matt, 
Hologram, Metallic Foil

Substrate Weght 120~350g/㎡ 120~350g/㎡ 120~350g/㎡ 120~350g/㎡

Front Roller Diameter T: 163mm / B: 150mm T: 163mm / B: 150mm T: 163mm / B: 150mm T: 163mm / B: 150mm

Rear Roller Diameter 80mm 80mm 80mm 80mm

Power Requirement 380-400V 3-phase 50/60Hz

Power Consumption 12kw 20kw 30kw 15kw

Warm-up Time 10min 10min 10min 10min

Heating System Induction Heating System Induction Heating System Induction Heating System Induction Heating System

Laminating Temp. MAX.150℃ MAX.150℃ MAX.150℃ MAX.150℃

Temp. Control Key Pad Key Pad Key Pad Key Pad

Speed Control LCD Panel LCD Panel LCD Panel Touch Panel

Display for Temp. & Speed LCD Panel LCD Panel LCD Panel Touch Panel

Pressure Control Pneumatic Cylinder Pneumatic Cylinder Pneumatic Cylinder Pneumatic Cylinder

Film Core 77mm (3”)/DUAL 77mm (3”)/DUAL 77mm (3”)/DUAL 77mm (3”)/DUAL




